Full depth saw cut or concrete cutter "cut”.
Existing
Pavementﬁ
\ \\’_ CCcmcrete Removal Area)
T

Removal of subbase or subgrade if required by p\anAT

PAVEMENT REMOVAL DETAILS
LONGITUDINAL SECTION

Possible HMA
Resurfacing

el
Longitudinal Subdrain

GRANULAR SUBBASE AND SUBDRAIN
( WHEN REQUIRED BY PLAN )
IF LONGITUDINAL SUBDRAIN [S PRESENT OR IS TO BE PLACED

Shoulder. Replace in kind

Proposed Patch 150 mm Min. Depth
’«250

Existing or to be Placed

1.2 m Min.

HMA Patch -—

Existing HMA, PC, or /‘
g

Composite Pavement

Existing HMA, PC, or

Composite Pavement

Subgrade shall be
smooth and graded to
a uniform elevation.

SECTION A-A

Possible HMA Resurfacing

Shoulder, replace in kind 150 mm

Proposed Patch min. depth over subdrain outlet.

Impervious fill
Min. 150 mm thick.

eV Vevevare
RS

7.zl
4%

75 mm Slotted
Corrugated
Polyethylene Plpe@

Backfill
End Cap at
end of pipe

GRANULAR SUBBASE AND SUBDRAIN
( WHEN REQUIRED BY PLAN )
WITHOUT LONGITUDINAL SUBDRAIN

GENERAL NOTES:

If longitudinal subdrain { shoulder ) is notfo be placed or if not present on the
side of the roadway fo be patched, then place 75 millimeter slotied corrugated
pipe atlow end of patch.

150 millimeter granular subbase if required by plan. When placed granular sub
base should extend over longitudinal subdrain, if present.

All dimensions given in millimeters unless noted.
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FULL DEPTH PATCH
HOT MIX ASPHALT
(EXISTING HMA, PC, OR
COMPOSITE PAVEMENT)
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